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ENGLISH 
 
INTRODUCTION 
Thank you for purchasing the i-ǘŜŎ ¢I¦b59w.h[¢ϰ н ŘƻŎƪƛƴƎ ǎǘŀǘƛƻƴΦ ¢ƘŜ ŘƻŎƪƛƴƎ ǎǘŀǘƛƻƴ ǿƛƭƭ ŀƭƭƻǿ ȅƻǳ 
easy and extremely powerful connection of all accessories to your aŀŎ κ t/Φ Lǘ ƻŦŦŜǊǎ ǘǿƻ ¢ƘǳƴŘŜǊōƻƭǘϰ 
ports with the transmission speed of 20 Gbps. One will be used for connecting your Mac and the other one 
can be used for connection of other ¢ƘǳƴŘŜǊōƻƭǘϰ ŘŜǾƛŎŜǎ ǎǳŎƘ ŀǎ ŜȄǘŜǊƴŀƭ ŘǊƛǾŜǎ ƻǊ ƳƻƴƛǘƻǊǎΦ  
Using the 4K HDMI interface you can connect any monitor with a resolution up to 4096x2160 pixels. Then 
you have three USB 3.0 ports that can be used for connection of your USB devices as well as for charging of 
phones, tablets, or other mobile devices.  
Then you have a Gigabit Ethernet port for fast internet connection. A separated microphone input and 
earphone output will allow conference calls as well as wonderful experience from movies or games.  
 
Please, read the entire user manual carefully before you begin installation and start using the docking 
station.  
 
TERMINOLOGY 
Á Interface / port / connector / input / slot ς a place where two devices are physically connected.  
Á Chipset ς a semiconductor device in a Mac / PC controlling the function of a port.  
Á Thunderboltϰ 2 / Thunderboltϰ ς a standard for fast hardware interface that allows connection of 

devices (peripherals - monitors, external HDD, HUBs,...)  to a computer over an expansion bus. A 
single ¢ƘǳƴŘŜǊōƻƭǘϰ ǇƻǊǘ allows connection of HUBs or serial connection of up to six Thunderboltϰ 
ŘŜǾƛŎŜǎΦ ¢ƘǳƴŘŜǊōƻƭǘϰ н ƛǎ backwards ŎƻƳǇŀǘƛōƭŜ ǿƛǘƘ ¢ƘǳƴŘŜǊōƻƭǘϰΦ 

Á USB 3.0 / 2.0 ς a standard for USB interface / port for connection of various USB devices. Various 
USB devices can be connected to the docking station using the USB interface type A. 

Á HDMI ς a standard for digital graphical interface / port for connection of monitors and other 
graphical display devices. 

Á Display port (DP) ς a standard for digital graphical interface / port with a higher resolution used for 
connection of monitors and other graphical display devices. 

Á LAN (Local Area Network) ς Ethernet is currently the most commonly used LAN and in the docking 
station it can reach a theoretical transmission speed up to 1 Gbit/s ς designated GLAN / RJ-45. 

Á Audio ς designation for audio input (microphone) or output (earphones / loudspeakers) devices. 
 
SPECIFICATION 
Á нȄ ¢ƘǳƴŘŜǊōƻƭǘϰ н όнл DōǇs, bidirectional input / output), backwards compatible with 
¢ƘǳƴŘŜǊōƻƭǘϰ - you will use one port for connecting your Mac and the other one can be used for 
connection of other ¢ƘǳƴŘŜǊōƻƭǘϰ ŘŜǾƛŎŜǎΦ 

Á 1x HDMI 1.4b output (resolution up to 4096 x 2160 pixels, HDCP compatible) 
Á 1x RJ-45 10/100/1000BASE-T Gigabit Ethernet network adapter  
Á 3x USB 3.0 (5 Gb/s, 1.5A, of which 1x USB charging as per the BC 1.2 specification) 
Á 1x 3.5 mm earphone stereo output 
Á 1x 3.5 mm microphone mono input 
Á 1x input for charging (DC 12V / 5A) 

 
SYSTEM REQUIREMENTS: 
Mac computer: OS X 10.9 or higher with a ¢ƘǳƴŘŜǊōƻƭǘϰ interface and the most recent firmware and 
software. 
 
PACKAGE CONTENTS: 
Á i-tec TI¦b59w.h[¢ϰ н docking station 
Á ¢ƘǳƴŘŜǊōƻƭǘϰ cable (100 cm)  
Á Power adapter - input: AC 100-240V, 2A 50/60Hz (130 cm cable); output: DC 12V/5A 
Á CD with user manuals 
Á Quick Start 

 
 
 

http://cs.wikipedia.org/wiki/Rozhran%C3%AD_(informatika)


DESCRIPTION OF THE DOCKING STATION 
1. LED ς after connecting the docking station and the power adapter to the AC 110V / 230V grid the light is 

ON 
2. 1x audio output for earphones / loudspeakers 2.1 
3. 1x audio input for microphone 
4. 1x USB 3.0 port type A with the BC 1.2 specification  
5. 2x USB 3.0 port type A ς for connection of USB devices to the docking station  
6. 1x Ethernet 10 / 100 / 1000 Mb/s GLAN RJ-45 port ς for connection to the Ethernet network or to the 

internet modem 
тΦ нȄ ¢ƘǳƴŘŜǊōƻƭǘϰ н ǇƻǊǘ ς for connection of ¢ƘǳƴŘŜǊōƻƭǘϰ devices (you will use one port for connecting 

your Mac and the other one can be used for connection of other ¢ƘǳƴŘŜǊōƻƭǘϰ ŘŜǾƛŎŜǎύ 
8. 1x HDMI port ς for connection of the monitor 
9. 1x power input from the power adapter to the AC 110V / 230V grid 
 

 

 
 
 
SETTING THE DISPLAY 
Á HDMI output with a resolution up to 4096 x 2160 pixels at 24 Hz, 3840 x 2160 pixels at 30 Hz, and 

2560 x 1600 pixels at 60 Hz. 
Á ¢ǿƻ ƳƻƴƛǘƻǊǎ ŀǊŜ ǎǳǇǇƻǊǘŜŘ ǿƘŜƴ ŎƻƴƴŜŎǘŜŘ ƻǾŜǊ ǘƘŜ I5aL ŀƴŘ ¢ƘǳƴŘŜǊōƻƭǘϰ н ƻǊ ǿƘŜƴ ǳǎƛƴƎ 
ǘǿƻ ¢ƘǳƴŘŜǊōƻƭǘϰ ƳƻƴƛǘƻǊǎ ƛƴ ǎŜǊƛŀƭ ŎƻƴƴŜŎǘƛƻƴΦ  

Á The resolution of the video output and the refresh rate can be affected by the performance of the 
system / Mac.  

 
¸ƻǳ Ŏŀƴ ŦƛƴŘ ƳƻǊŜ ƛƴŦƻǊƳŀǘƛƻƴ ƻƴ ŎƻƴƴŜŎǘƛƴƎ ǘƘŜ ƳƻƴƛǘƻǊ ǘƻ ǘƘŜ ¢ƘǳƴŘŜǊōƻƭǘϰ н ǇƻǊǘ ŀǘ ǘƘŜ !ǇǇƭŜ ǿŜōǎƛǘŜ 
here: https://support.apple.com/en-us/HT204154#18 and on connecting the 4K monitor to the 
Thunderboltϰ 2 port to a Mac here: https://support.apple.com/en-us/HT202856  
 
 
 

https://support.apple.com/en-us/HT204154#18
https://support.apple.com/en-us/HT202856


The table shows the variouǎ ƻǇǘƛƻƴǎ ŦƻǊ ŎƻƴƴŜŎǘƛƴƎ ǘƘŜ ¢ƘǳƴŘŜǊōƻƭǘϰ ƳƻƴƛǘƻǊ ŘƛǊŜŎǘƭȅ ǘƻ ŀ aŀŎ ǿƛǘƘ ŀ 
¢ƘǳƴŘŜǊōƻƭǘϰ ǇƻǊǘ ƛƴ h{ ·Υ 
 

Computer Connected monitors 

Mac with Intel HD Graphics 3000 integrated graphic card can support one 
connected Thunderboltϰ monitor (e.g., Apple Thunderbolt Display (27-inch)). 
¶ MacBook Air (Mid 2011) 
¶ MacBook Pro (13-inch, Early 2011) and (13-inch, Late 2011)1 
¶ Mac mini (Mid 2011), 2.3 GHz 
¶ Mac mini with Lion Server (Mid 2011) 

Single Thunderboltϰ 
monitor 

Mac that can support two connected Thunderboltϰ monitors (e.g., Apple 
Thunderbolt Display (27-inch)). 
¶ MacBook Pro (Retina, 13-inch, Late 2012) and later  
¶ MacBook Pro (Retina, Mid 2012) and later  
¶ MacBook Pro (13-inch, Mid 2012) 
¶ MacBook Pro (15-inch and 17-inch, Early 2011) and later 
¶ MacBook Air (Mid 2012) and later 
¶ iMac (Late 2012)  
¶ iMac (Mid 2011)  
¶ iMac (Late 2013)  
¶ iMac (21.5-inch, Mid 2014) 
¶ Mac Mini (Late 2012)  
¶ iMac (Retina 5K, 27-inch, Late 2014)  
¶ Mac mini (Late 2014)  
¶ Mac Mini (Mid 2011), 2.5 GHz  

2x Thunderboltϰ 
monitor 

Mac that can support up to six connected Thunderboltϰ monitors (e.g., Apple 
Thunderbolt Display (27-inch))  
¶ Mac Pro (Late 2013) 

6x Thunderboltϰ 
monitor 

 
Possible connection of monitors to the i-ǘŜŎ ¢I¦b59w.h[¢ϰ н ŘƻŎƪƛƴƎ ǎǘŀǘƛƻƴ ōŀǎŜŘ ƻƴ ǘƘŜ ǘŀōƭŜ ŀōƻǾŜΦ  
 
Limitations: the maximum number of monitors connected to the docking station ς two monitors. The 
docking station can transmit only two signals from monitors at the same time over the ¢ƘǳƴŘŜǊōƻƭǘϰ ōǳǎΦ 
 

Only HDMI monitor connected ς Mac (10.10.x and higher) ς yes up to 4K. 
 
Only DisplayPort monitor connected (in ¢ƘǳƴŘŜǊōƻƭǘϰ 2 port with Mini DP adaptor) ς Mac (10.10.x and 
higher) ς yes up to 4K. 
 
Only ¢ƘǳƴŘŜǊōƻƭǘϰ monitor connected ς Mac (10.10.x and higher) ς yes up to 4K. 
 
HDMI and DisplayPort monitor connected at the same time ς nonfunctional, Thunderboltϰ bus cannot 
transmit. 
 
HDMI and Thunderboltϰ monitor connected at the same time ς Mac (10.10.x and higher) ς yes up to 4K 
(see the Mac table above). 

 
Mac support for 4K monitors and Ultra HD TV: 
¶ MacBook Pro (Retina, Late 2013 and later) 
¶ Mac Pro (Late 2013) 
¶ iMac (27-inch, Late 2013 and later) 
¶ Mac mini (Late 2014) 
¶ MacBook Air (Early 2015) 
 
Resolution and refresh rate for 4K monitors and Ultra HD TV over the built-in HDMI port in the Mac: 
¶ 3840 x 2160 /  30 Hz refresh rate 
¶ 4096 x 2160 /  24 Hz refresh rate (the Mirror mode is not functional) 
 



Mac support for multi-stream transport (MST) monitors with a refresh rate of 60 Hz: 
¶ MacBook Pro (Retina, 15-inch, Late 2013 and later) 
¶ MacBook Pro (Retina, 13-inch, Early 2015) 
¶ Mac Pro (Late 2013) 
¶ iMac (Retina 5K, 27-inch, Late 2014) 
 
HARDWARE INSTALLATION (CONNECTION) OF THE DOCKING STATION TO THE MAC 
1. Turn ON the Mac. 
2. Connect the power adapter to the docking station and connect it to the AC 110V / 230V grid.  
3. /ƻƴƴŜŎǘ ǘƘŜ ¢ƘǳƴŘŜǊōƻƭǘϰ cable to thŜ ¢ƘǳƴŘŜǊōƻƭǘϰ ǇƻǊǘ ƻƴ ǘƘŜ ōŀŎƪ ǇŀƴŜƭ ƻŦ ǘƘŜ ŘƻŎƪƛƴƎ  
    station.  
4. /ƻƴƴŜŎǘ ǘƘŜ ¢ƘǳƴŘŜǊōƻƭǘϰ cable to a free Thunderboltϰ port of your Mac. 
5. The installation of the docking station and the ports will start automatically. 
6. When the installation is completed we recommend turning the Mac OFF and ON. 
 
Installation of the drivers in Mac OS X is automatic. 
 
USING THE DOCKING STATION IN MAC OS X 
 
A: !ŦǘŜǊ ŎƻƴƴŜŎǘƛƴƎ ǘƘŜ ƳƻƴƛǘƻǊ κ ƳƻƴƛǘƻǊǎ όǿƛǘƘ ǘƘŜ ¢ƘǳƴŘŜǊōƻƭǘϰ ƻǊ I5aL ƻǊ 5ƛǎǇƭŀȅ tƻǊǘ ƛƴǇǳǘύ ǘƘŜ 
screen on your Mac will glimmer, which is a standard condition, and after stabilization it is possible to 
perform standard setting of the monitor here: System Preferences-Displays. 
 

 
 
Click on Arrangement and in the default mode (Expanded desktop) click on the new monitor and drag it as 
necessary vis-Ł-vis the Mac monitor. If you select Mirror displays the mode will change to Mirror (the 
resolution of the monitors will be automatically adjusted according to their parameters and the highest 
possible resolution will be set on both monitors). By cancelling the Mirror displays option you will return to 
the Expanded desktop mode.  

 
Expanded desktop mode: The arrow indicates the possible position of the connected monitor vis-Ł-vis the 
Mac monitor.  
 



 
 
In the Expanded desktop mode you can choose the Main monitor by dragging the Menu Bar.  
 

 
 
Mirror mode: This mode can only be used if supported by the Mac. 
 



 
 
Click on Gather Windows: using this option you can choose the settings of the corresponding monitor ς 
Scaled (offers available resolutions), Rotation ό{ǘŀƴŘŀǊŘΣ флϲΣ мулϲ ŀnd нтлϲύ ŀnd Refresh rate (if offered). 
 

    
 

 
 



Notes for using the docking station with monitors: 
Á Working on the connected monitor when the Mac monitor is closed is possible with the power 

supply from the grid (there are some limitations when using a HDMI monitor on older versions of 
Mac). When the power supply is from the battery, the use of a HDMI monitor is limited by the Mac 
(in some situations in case of problems with displaying it is possible to use the method described in 
the following paragraph).  

Á Most problems with renewing the screen on the connected monitor after hibernation of the Mac, 
after using screensaver, after restarting the Mac, after turning the Mac OFF / ON can be solved by 
diǎŎƻƴƴŜŎǘƛƴƎ ǘƘŜ ¢ƘǳƴŘŜǊōƻƭǘϰ cable of the docking station from the ¢ƘǳƴŘŜǊōƻƭǘϰ ǇƻǊǘ ƻƴ the 
Mac and reconnecting it after approximately 10s. Please wait for completion of connection of all 
peripherals.  

 
B: After connecting other devices to the docking station (e.g., Ethernet cable to the GLAN port, 
Thunderboltϰ external HDD, USB external HDD, USB keyboard, USB mouse) these devices are used in a 
standard way. 
 
Most problems with the docking station and the connected peripherals can be solved by disconnecting 
ǘƘŜ ¢ƘǳƴŘŜǊōƻƭǘϰ ŎŀōƭŜ ƻŦ ǘƘŜ ŘƻŎƪƛƴƎ ǎǘŀǘƛƻƴ ŦǊƻƳ ǘƘŜ ¢ƘǳƴŘŜǊōƻƭǘϰ ǇƻǊǘ ƻƴ the Mac and reconnecting 
it after approximately 10s. 
 
CHARGING 
The docking station supports charging of the connected USB mobile devices such as smart phones, e-book 
readers, multimedia players, navigation devices, and tablets. Simply connect the device that you want to 
charge using the original cable to the USB port of the docking station. 
 
AUDIO 
Á Audio output devices for earphones connected to the docking station need to be set / verified here: 

System Preferences-Sound-Output ς select USB Advanced Audio Device. 
Á Setting the audio output device to both the earphones and the monitor simultaneously can be 

done in Open-Applications-Utilit ies-Audio settings MIDI.app ς click on α+ά on the left at the 
bottom ς Create device with multiple outputs and select the desired outputs from the offered 
options on the Device with multiple outputs. 

Á Input device for a microphone connected to the docking station needs to be set / verified here: 
System Preferences-Sound-Input ς select USB Advanced Audio Device. 

 
SAFETY INSTRUCTIONS 

¶ Do not expose to extreme temperatures and air humidity 

¶ Use the device on flat surfaces ς you will prevent it from slipping and falling to the ground. 

¶ Save the drivers and the user manual for a possible use later.  
 
In cooperation with the service department: 

¶ Check functionality after falling to water or to the ground. 

¶ Check functionality when the cover is broken. 

¶ Send the device back if it does not work in accordance with the user manual.  
 
FREQUENTLY ASKED QUESTIONS FOR MAC 
Question: What are the requirements for primary graphics cards to use with the chipsets in the i-tec 
¢I¦b59w.h[¢ϰ н ŘƻŎƪƛƴƎ ǎǘŀǘƛƻƴΚ 
Answer: We recommend a Mac with Intel i5 and higher for mostly office work and Intel i7 for playback of 
one video at a time. 
 
Question: Where can I check the connection of the docking station i-ǘŜŎ ¢I¦b59w.h[¢ϰ н and other 
connected peripherals in the Mac? 
Answer: After connecting the docking station to the Thunderboltϰ port in the Mac you can check the 
connection here: About this Mac-System Profile-Hardware-Thunderbolt. You can see the parameters of 
ǘƘŜ ¢ƘǳƴŘŜǊōƻƭǘϰ ǇƻǊǘ ƛƴ the Mac and in the docking station. Connection of other devices to the docking 
station can be checked here: 
 



For GLAN: About this Mac-System Profile-Hardware ςEthernet Cards  
For USB: About this Mac-System Profile-Hardware -USB 
For HDMI monitor: About this Mac-System Profile-Hardware -Graphics/Monitor s 
 
Question: I am using Mac OS X and the audio output is not working. 
Answer: Audio output devices for earphones connected to the docking station need to be set / verified 
here: System Preferences-Sound-Output ς select USB Advanced Audio Device. 
 
Most problems with the docking station and the connected peripherals can be solved by disconnecting 
ǘƘŜ ¢ƘǳƴŘŜǊōƻƭǘϰ ŎŀōƭŜ ƻŦ ǘƘŜ ŘƻŎƪƛƴƎ ǎǘŀǘƛƻƴ ŦǊƻƳ ǘƘŜ ¢ƘǳƴŘŜǊōƻƭǘϰ ǇƻǊǘ ƻƴ the Mac and reconnecting 
it after approximately 10s. 
 
If the package lacks any accessories specified on the packaging, contact us, please, with a request for 
supplying the missing accessories by e-mail at, do not forget to indicate the delivery address.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



DEUTSCH 
 
EINLEITUNG 
²ƛǊ ōŜŘŀƴƪŜƴ ǳƴǎ ŦǸǊ ŘŜƴ YŀǳŦ ŘŜǊ 5ƻŎƪƛƴƎ {ǘŀǘƛƻƴ i-ǘŜŎ ¢I¦b59w.h[¢ϰ н. Die DockiƴƎ {ǘŀǘƛƻƴ ŜǊƳǀƎƭƛŎƘǘ 
LƘƴŜƴ ŜƛƴŜƴ ŜƛƴŦŀŎƘŜƴ ǳƴŘ ŜȄǘǊŜƳ ƭŜƛǎǘǳƴƎǎŦŅƘƛƎŜƴ !ƴǎŎƘƭǳǎǎ Ǿƻƴ ½ǳōŜƘǀǊ ŀƴ LƘǊŜƴ aŀŎ κ t/Φ {ƛŜ ōƛŜǘŜǘ 
zwei ¢ƘǳƴŘŜǊōƻƭǘϰ tƻǊǘǎ Ƴƛǘ «ōŜǊǘǊŀƎǳƴƎǎƭŜƛǎǘǳƴƎ Ǿƻƴ нл DōǇǎ ŀƴΦ aƛǘ IƛƭŦŜ Ǿƻƴ ŜƛƴŜƳ tƻǊǘ ƪǀƴƴŜƴ {ƛŜ 
eine Verbindung mit Ihrem Mac hŜǊǎǘŜƭƭŜƴ ǳƴŘ ŘŜƴ ŀƴŘŜǊŜƴ ŦǸǊ ŘŜƴ !ƴǎŎƘƭǳǎǎ ŀƴŘŜǊŜǊ ¢ƘǳƴŘŜǊōƻƭǘϰ 
DŜǊŅǘŜ ƴǳǘȊŜƴΣ ǿƛŜ ȊǳƳ .ŜƛǎǇƛŜƭ ŜȄǘŜǊƴŜ CŜǎǘǇƭŀǘǘŜƴ ƻŘŜǊ .ƛƭŘǎŎƘƛǊƳŜΦ  
«ōŜǊ пY I5aL {ŎƘƴƛǘǘǎǘŜƭƭŜ ƪǀƴƴŜƴ {ƛŜ ƛǊƎŜƴŘŜƛƴŜƴ .ƛƭŘǎŎƘƛǊƳ Ƴƛǘ ŘŜǊ !ǳŦƭǀǎǳƴƎ Ǿƻƴ плфсȄнмсл tƛȄŜƭ 
ŀƴǎŎƘƭƛŜǖŜƴΦ !ǳǖŜǊŘŜƳ ǎǘŜƘŜƴ LƘƴŜƴ о ¦{. оΦл tƻǊǘǎ ȊǳǊ ±ŜǊŦǸƎǳƴƎΣ ŘƛŜ {ƛŜ ǎƻǿƻƘƭ ŦǸǊ ŘŜƴ !ƴǎŎƘƭǳǎǎ Ǿƻƴ 
LƘǊŜƴ ¦{. DŜǊŅǘŜƴΣ ŀƭǎ ŀǳŎƘ ŦǸǊ ŘƛŜ !ǳŦƭŀŘǳƴƎ Ǿƻƴ aƻōƛƭǘŜƭŜŦƻƴŜƴΣ ¢ŀōƭŜǘ-t/ǎ ƻŘŜǊ ŀƴŘŜǊŜƴ aƻōƛƭƎŜǊŅǘŜƴ 
ƴǳǘȊŜƴ ƪǀƴƴŜƴΦ 
!ǳǖŜǊŘŜƳ ǎǘŜƘǘ ŘŜǊ DƛƎŀōƛǘ 9ǘƘŜǊƴŜǘ tƻǊǘ ŦǸǊ IƻŎƘƎŜǎŎƘǿƛndigkeitsinternetverbindung ohne 
¦ƴǘŜǊōǊŜŎƘǳƴƎ ȊǳǊ ±ŜǊŦǸƎǳƴƎΦ DŜǘǊŜƴƴǘŜǊ aƛƪǊƻǇƘƻƴŜƛƴƎŀƴƎ ǳƴŘ YƻǇŦƘǀǊŜǊŀǳǎƎŀƴƎ ŜǊƳǀƎƭƛŎƘŜƴ LƘƴŜƴ 
Konferenzanrufe sowie ein tolles Erlebnis beim Schauen von Filmen oder beim Spielen.  
 
Lesen Sie bitte vor Beginn der Installatƛƻƴ ǳƴŘ !ǊōŜƛǘ Ƴƛǘ ŘŜǊ 5ƻŎƪƛƴƎ {ǘŀǘƛƻƴ ǎƻǊƎŦŅƭǘƛƎ ŘƛŜ ƎŜǎŀƳǘŜ 
Gebrauchsanweisung. 
 
.9DwLCC{²mw¢9w.¦/I 
Á Schnittstelle / Port / Anschluss / Eingang / Steckplatz ς {ǘŜƭƭŜΣ ŀƴ ŘŜǊ ȊǿŜƛ DŜǊŅǘŜ ǇƘȅǎƛǎŎƘ 

verbunden werden.  
Á Kontroller ς Halbleiterbestandteil (s.g. Chipsatz) unter Mac / PC, der die Arbeit eines der Ports 

sichert. 
Á ¢ƘǳƴŘŜǊōƻƭǘϰ н κ ¢ƘǳƴŘŜǊōƻƭǘϰ  ς {ǘŀƴŘŀǊŘ ŦǸǊ ǎŎƘƴŜƭƭŜ IŀǊŘǿŀǊŜǎŎƘƴƛǘǘǎǘŜƭƭŜΣ ŘƛŜ Ŝǎ ŜǊƳǀƎƭƛŎƘǘΣ 

andere DŜǊŅǘŜ ŀƴ Ihren /ƻƳǇǳǘŜǊ ǸōŜǊ den ŜǊǿŜƛǘŜǊƴŘŜƴ «ōŜǊǘǊŀƎǳƴƎǎǿŜƎ ŀƴȊǳǎŎƘƭƛŜǖŜƴ 
(Peripherie ς .ƛƭŘǎŎƘƛǊƳŜΣ ŜȄǘŜǊƴŜ CŜǎǘǇƭŀǘǘŜƴΣ I¦.ǎΣΧύΦ 9ƛƴ ¢ƘǳƴŘŜǊōƻƭǘϰ tƻǊǘ ŜǊƳǀƎƭƛŎƘǘ ŘŜƴ 
Anschluss von HUBs oder den ǎŜǊƛŜƭƭŜƴ !ƴǎŎƘƭǳǖ Ǿƻƴ ōƛǎ Ȋǳ ǎŜŎƘǎ ¢ƘǳƴŘŜǊōƻƭǘϰ DŜǊŅǘŜƴΦ 
Thunderboltϰ н ƛǎǘ ǊǸŎƪǿŅǊǘǎ ƪƻƳǇŀǘƛōŜƭ Ȋǳ ¢ƘǳƴŘŜǊōƻƭǘϰΦ 

Á USB 3.0 / 2.0 ς StandŀǊŘ ŦǸǊ USB Schnittstelle zum Anschluss von verschiedenen ¦{. DŜǊŅǘŜƴΦ 9ǎ ƛǎǘ 
ƳǀƎƭƛŎƘΣ ǾŜǊǎŎƘƛŜŘŜƴŜ ¦{. DŜǊŅǘŜ Ƴƛǘ IƛƭŦŜ Ǿƻƴ ¦{. {ŎƘƴƛǘǘǎǘŜƭƭŜ ¢ȅǇ !Σ ŀƴ ŘƛŜ 5ƻŎƪƛƴƎ {ǘŀǘƛƻƴ 
ŀƴȊǳǎŎƘƭƛŜǖŜƴΦ 

Á HDMI ς {ǘŀƴŘŀǊŘ ŦǸǊ ŘƛƎitale Grafikschnittstelle, die zum Anschluss von Bildschirmen und anderen 
DǊŀŦƛƪōƛƭŘǎŎƘƛǊƳƎŜǊŅǘŜƴ ŘƛŜƴǘΦ  

Á Display Port (DP) ς {ǘŀƴŘŀǊŘ ŦǸǊ ŘƛƎƛǘŀƭŜ DǊŀŦƛƪǎŎƘƴƛǘǘǎǘŜƭƭŜ Ƴƛǘ ƘǀƘŜǊŜǊ !ǳŦƭǀǎǳƴƎΣ ŘƛŜ zum 
!ƴǎŎƘƭǳǎǎ Ǿƻƴ .ƛƭŘǎŎƘƛǊƳŜƴ ǳƴŘ ŀƴŘŜǊŜ DǊŀŦƛƪōƛƭŘǎŎƘƛǊƳƎŜǊŅǘŜƴ ŘƛŜƴǘΦ 

Á LAN (Local Area Network) ς lokales Computernetzwerk, zurzeit ist sog. Ethernet der am meisten 
verbreitete ¢ȅǇΣ Řŀǎ ōŜƛ 5ƻŎƪƛƴƎ {ǘŀǘƛƻƴ ŜƛƴŜ ǘƘŜƻǊŜǘƛǎŎƘŜ «ōŜǊǘǊŀƎǳƴƎǎƎŜǎŎƘǿƛƴŘƛƎƪŜƛǘ von bis zu 
1 Gbps erreicht ς Bezeichnung GLAN / RJ-45. 

Á Audio ς .ŜȊŜƛŎƘƴǳƴƎ ŦǸǊ ¢ƻƴŜƛƎŀƴƎǎ- (Mikrophon) oder AusgangǎƎŜǊŅǘŜ όYƻǇŦƘǀǊŜǊ κ 
Lautsprecher).  

 
SPEZIFIKATION 
Á нȄ ¢ƘǳƴŘŜǊōƻƭǘϰ н όнл DōǇǎΣ ōƛŘƛǊŜƪǘƛƻƴŀƭŜǊ 9ƛƴƎŀƴƎ κ !ǳǎƎŀƴƎύΣ ǊǸŎƪǿŅǊǘǎ ƪƻƳǇŀǘƛōŜƭ zu 
¢ƘǳƴŘŜǊōƻƭǘϰ -  Mit Hilfe Ǿƻƴ ŜƛƴŜƳ tƻǊǘ ƪǀƴƴŜƴ {ƛŜ ŜƛƴŜ ±ŜǊōƛƴŘǳƴƎ zu Ihrem Mac herstellen und 
ŘŜƴ ŀƴŘŜǊŜƴ ŦǸǊ ŘŜƴ !ƴǎŎƘƭǳǎǎ ŀƴŘŜǊŜǊ ¢ƘǳƴŘŜǊōƻƭǘϰ DŜǊŅǘŜ ƴǳǘȊŜƴΦ  

Á мȄ I5aL мΦпō !ǳǎƎŀƴƎ ό!ǳŦƭǀǎǳƴƎ ōƛǎ Ȋǳ плфс Ȅ нмсл tƛȄŜƭΣ I5/t ƪƻƳǇŀǘƛōŜƭύ 
Á 1x RJ-45 10/100/1000BASE-T Gigabit Ethernet Netzwerkkarte 
Á 3x USB 3.0 (5 Gbps, 1.5A, davon 1x USB Aufladung nach der Spezifikation BC 1.2)  
Á мȄ оΦр ƳƳ YƻǇŦƘǀǊŜǊǎǘŜǊŜƻŀǳǎƎŀƴƎ 
Á 1x 3.5 mm Mikrophonmonoeingang 
Á мȄ 9ƛƴƎŀƴƎ ŦǸǊ Stromversorgung (DC 12V / 5A) 

 
SYSTEMANFORDERUNGEN 
aŀŎ /ƻƳǇǳǘŜǊΥ h{ · млΦф ƻŘŜǊ ƘǀƘŜǊ Ƴƛǘ ¢ƘǳƴŘŜǊōƻƭǘϰ Schnittstelle und der neuesten Firmware und 
Software. 
 
 



LIEFERUMFANG 
Á i-tec ¢I¦b59w.h[¢ϰ н 5ƻŎƪƛƴƎ {ǘŀǘƛƻƴ  
Á ¢ƘǳƴŘŜǊōƻƭǘϰ YŀōŜƭ (100 cm) 
Á Versorgungsadapter - Eingang: AC 100-240V, 2A 50/60Hz (130 cm Kabel); Ausgang: DC 12V/5A 
Á CD mit Gebrauchsanweisung 
Á Quick Start 

 
BESCHREIBUNG DER DOCKING STATION 
1. LED ς leuchtet nach dem Anschluss der Docking Station und des Versorgungsadapters an AC 110V / 230V 

Netz  
2. 1x !ǳŘƛƻ !ǳǎƎŀƴƎ ŦǸǊ YƻǇŦƘǀǊŜǊ κ [ŀǳǘǎǇǊŜŎƘŜǊ нΦм  
3. 1x !ǳŘƛƻ 9ƛƴƎŀƴƎ ŦǸǊ aƛƪǊƻǇƘƻƴ  
4. 1x USB 3.0 Port Typ A mit der Spezifikation BC 1.2  
5. 2x USB 3.0 Port Typ A ς ŦǸǊ ŘŜƴ !ƴǎŎƘƭǳǎǎ Ǿƻƴ ¦{. DŜǊŅǘŜƴ ŀƴ 5ƻŎƪƛƴƎ {ǘŀǘƛƻƴ  
6. 1x Ethernet 10 / 100 / 1000 Mbps GLAN RJ-45 Port ς ŦǸǊ ŘŜƴ !ƴǎŎƘƭǳǎǎ ŀƴ 9ǘƘŜǊƴŜǘ bŜǘȊǿŜǊƪ ƻŘŜǊ 

Internetmodem 
тΦ нȄ ¢ƘǳƴŘŜǊōƻƭǘϰ н Port ς ŦǸǊ ŘŜƴ !ƴǎŎƘƭǳǎǎ Ǿƻƴ ¢ƘǳƴŘŜǊōƻƭǘϰ DŜǊŅǘŜƴ όƳƛǘ IƛƭŦŜ Ǿƻƴ ŜƛƴŜƳ tƻǊǘ ƪǀƴƴŜƴ 
{ƛŜ ŜƛƴŜ ±ŜǊōƛƴŘǳƴƎ Ȋǳ LƘǊŜƳ aŀŎ ƘŜǊǎǘŜƭƭŜƴ ǳƴŘ ŘŜƴ ŀƴŘŜǊŜƴ ŦǸǊ ŘŜƴ !ƴǎŎƘƭǳǎǎ ŀƴŘŜǊŜǊ ¢ƘǳƴŘŜǊōƻƭǘϰ 
DŜǊŅǘŜ ƴǳǘȊŜƴύ 

8. 1x HDMI Port ς ŦǸǊ ŘŜƴ !ƴǎŎƘƭǳǎǎ Ǿƻƴ .ƛƭŘǎŎƘƛǊƳ 
9. 1x Versorgungseingang von Versorgungsadapter an AC 110V / 230 V Netz  
 

 

 
 
 
BILDSCHIRMEINSTELLUNG 
Á I5aL !ǳǎƎŀƴƎ Ƴƛǘ ŘŜǊ !ǳŦƭǀǎǳƴƎ von bis zu 4096 x 2160 Pixel bei 24 Hz, 3840 x 2160 Pixel bei 30 

Hz, und 2560 x 1600 Pixel bei 60 Hz. 
Á ½ǿŜƛ .ƛƭŘǎŎƘƛǊƳŜ ǿŜǊŘŜƴ ōŜƛ ŘŜƳ !ƴǎŎƘƭǳǎǎ ǸōŜǊ I5aL ǳƴŘ ¢ƘǳƴŘŜǊōƻƭǘϰ н ƻŘŜǊ ōŜƛ ±ŜǊǿŜƴŘǳƴƎ 

von zwei ThunŘŜǊōƻƭǘϰ .ƛƭŘǎŎƘƛǊƳŜƴ ōŜƛ ±ŜǊƪŜǘǘǳƴƎ ƴŀŎƘŜƛƴŀƴŘŜǊ ǳƴǘŜǊǎǘǸǘȊǘΦ 



Á 5ƛŜ !ǳŦƭǀǎǳƴƎ Ǿƻƴ ±ƛŘŜƻŀǳǎƎŀƴƎ ǳƴŘ 9ǊƴŜǳŜǊǳƴƎǎŦǊŜǉǳŜƴȊ ƪǀƴƴŜƴ ŘǳǊŎƘ ŘƛŜ [ŜƛǎǘǳƴƎ Ǿƻƴ {ȅǎǘŜƳ κ 
Mac beeinflusst werden. 

 
aŜƘǊ LƴŦƻǊƳŀǘƛƻƴŜƴ ǸōŜǊ ŘŜƴ !ƴǎŎƘƭǳǎǎ Ǿƻƴ .ƛƭŘǎŎƘƛǊƳŜƴ ŀƴ ¢ƘǳƴŘŜǊōƻƭǘϰ 2 Port finden Sie auf der Apple 
Internetseite hier: https://support.apple.com/en-us/HT204154#18 ǳƴŘ ǸōŜǊ ŘŜƴ !ƴǎŎƘƭǳǎǎ Ǿƻƴ пY 
Bildschirmen an ¢ƘǳƴŘŜǊōƻƭǘϰ 2 Port unter Mac hier: https://support.apple.com/en-us/HT202856 
 
¢ŀōŜƭƭŜ ŘŜǊ !ƴǎŎƘƭǳǎǎƳǀƎƭƛŎƘƪŜƛǘŜƴ Ǿƻƴ ¢ƘǳƴŘŜǊōƻƭǘϰ Bildschirmen direkt an Mac mit ¢ƘǳƴŘŜǊōƻƭǘϰ Port 
unter OS X:  
 

Computer 
Angeschlossene 

Bildschirme  

Mac mit Intel HD Graphics 3000 integrierter Grafik kann einen angeschlossenen 
¢ƘǳƴŘŜǊōƻƭǘϰ Bildschirm (z. B. Apple Thunderbolt Display (27-ƛƴŎƘύύ ǳƴǘŜǊǎǘǸǘȊŜƴΦ  
¶ MacBook Air (Mid 2011) 
¶ MacBook Pro (13-inch, Early 2011) und (13-inch, Late 2011)1 
¶ Mac mini (Mid 2011), 2.3 GHz 
¶ Mac mini with Lion Server (Mid 2011) 

Ein ¢ƘǳƴŘŜǊōƻƭǘϰ 
Bildschirm  

Mac, der zwei angeschlossene ¢ƘǳƴŘŜǊōƻƭǘϰ Bildschirme (z.B. Apple Thunderbolt 
Display (27-ƛƴŎƘύύ ǳƴǘŜǊǎǘǸǘȊŜƴ ƪŀƴƴΦ  
¶ MacBook Pro (Retina, 13-inch, Late 2012) und neuerer  
¶ MacBook Pro (Retina, Mid 2012) und neuerer  
¶ MacBook Pro (13-inch, Mid 2012) und neuerer  
¶ MacBook Air (Mid 2012) und neuerer 
¶ iMac (Late 2012)  
¶ iMac (Mid 2011)  
¶ iMac (Late 2013)  
¶ iMac (21.5-inch, Mid 2014) 
¶ Mac Mini (Late 2012)  
¶ iMac (Retina 5K, 27-inch, Late 2014)  
¶ Mac mini (Late 2014)  
¶ Mac Mini (Mid 2011), 2.5 GHz  

нȄ ¢ƘǳƴŘŜǊōƻƭǘϰ 
Bildschirm 

Mac, der bis zu sechs angeschlossene ¢ƘǳƴŘŜǊōƻƭǘϰ Bildschirme (z.B. Apple 
Thunderbolt Display (27-ƛƴŎƘύύ ǳƴǘŜǊǎǘǸǘȊŜƴ ƪŀƴƴΦ  
¶ Mac Pro (Late 2013) 

сȄ ¢ƘǳƴŘŜǊōƻƭǘϰ 
Bildschirm 

 
!ƴǎŎƘƭǳǎǎƳǀƎƭƛŎƘƪŜƛǘ von Bildschirmen an i-tec ¢I¦b59w.h[¢ϰ н Docking Station ƛƴ ŘŜǊ !ōƘŅƴƎƛƎƪŜƛǘ 
von der Tabelle oben.  
 
.ŜǎŎƘǊŅƴƪǳƴƎΥ Maximale Anzahl von Bildschirmen, die an die Docking Station angeschlossen werden 
ƪǀƴƴŜƴΣ ƛǎǘ ȊǿŜƛΦ 5ƛŜ 5ƻŎƪƛƴƎ {ǘŀǘƛƻƴ ƪŀƴƴ ƛƴ ŜƛƴŜƳ aƻƳŜƴǘ ƴǳǊ ȊǿŜƛ {ƛƎƴŀƭŜ Ǿƻƴ .ƛƭŘǎŎƘƛǊƳŜƴ ǸōŜǊ 
¢ƘǳƴŘŜǊōƻƭǘϰ «ōŜǊǘǊŀƎǳƴƎǎǿŜƎ ǸōŜǊǘǊŀƎŜƴΦ 
 

Nur HDMI Bildschirm angeschlossen ς Mac (10.10.x ǳƴŘ ƘǀƘŜǊ) ς ja bis zu 4K. 
 
bǳǊ 5ƛǎǇƭŀȅtƻǊǘ .ƛƭŘǎŎƘƛǊƳ ŀƴƎŜǎŎƘƭƻǎǎŜƴ όǸōŜǊ ¢ƘǳƴŘŜǊōƻƭǘϰ н Ports mit Mini DP Adapter) ς Mac (10.10.x 
ǳƴŘ ƘǀƘŜǊ) ς ja bis zu 4K. 
 
Nur ¢ƘǳƴŘŜǊōƻƭǘϰ Bildschirm angeschlossen ς Mac (10.10.x ǳƴŘ ƘǀƘŜǊ) ς ja bis zu 4K. 
 
HDMI und DisplayPort Bildschirm gleichzeitig angeschlossen ς funktioniert nicht, ¢ƘǳƴŘŜǊōƻƭǘϰ 
«ōŜǊǘǊŀƎǳƴƎǎǿŜƎ ƪŀƴƴ ƴƛŎƘǘ ǸōŜǊǘǊŀƎŜƴΦ 
 
HDMI und ¢ƘǳƴŘŜǊōƻƭǘϰ Bildschirm gleichzeitig angeschlossen ς Mac (10.10.x ǳƴŘ ƘǀƘŜǊ) ς ja bis zu 4K 
(sieh. die Tabelle Mac oben). 

 
¦ƴǘŜǊǎǘǸǘȊǳƴƎ Ǿƻƴ aŀŎ ŦǸǊ пY .ƛƭŘǎŎƘƛǊƳŜ ǳƴŘ ¦ƭǘǊŀ I5 ¢±Υ  
¶ MacBook Pro (Retina, Late 2013 und neuerer) 

https://support.apple.com/en-us/HT204154#18
https://support.apple.com/en-us/HT202856


¶ Mac Pro (Late 2013) 
¶ iMac (27-inch, Late 2013 und neuerer) 
¶ Mac mini (Late 2014) 
¶ MacBook Air (Early 2015) 
 
!ǳŦƭǀǎǳƴƎ ǳƴŘ 9ǊƴŜǳŜǊǳƴƎǎŦǊŜǉǳŜƴȊ ŦǸǊ пY .ƛƭŘǎŎƘƛǊƳŜ ǳƴŘ ¦ƭǘǊŀ I5 ¢± ǸōŜǊ ŘŜƴ ŜƛƴƎŜōŀǳǘŜƴ I5aL tƻǊǘ 
von Mac:  
¶ 3840 x 2160 / 30 Hz Erneuerungsfrequenz 
¶ 4096 x 2160 / 24 Hz Erneuerungsfrequenz (ŘŜǊ aƻŘǳǎ α{ǇƛŜƎŜƭƴά ŦǳƴƪǘƛƻƴƛŜǊǘ ƴƛŎƘǘ) 
 
¦ƴǘŜǊǎǘǸǘȊǳƴƎ Ǿƻƴ aŀŎ ŦǸǊ aǳƭǘƛ-Stream-Transport (MST) Bildschirme mit Erneuerungsfrequenz von 60 Hz:  
¶ MacBook Pro (Retina, 15-inch, Late 2013 und neuerer) 
¶ MacBook Pro (Retina, 13-inch, Early 2015) 
¶ Mac Pro (Late 2013) 
¶ iMac (Retina 5K, 27-inch, Late 2014) 
 
HARDWARE-INSTALLATION (ANSCHLUSS) DER DOCKING STATION AN MAC  
1. Schalten Sie Ihren Mac ein. 
2. {ŎƘƭƛŜǖŜƴ {ƛŜ ŘŜƴ ±ŜǊǎƻǊƎǳƴƎǎŀŘŀǇǘŜǊ ŀƴ die Docking Station und ŀƴǎŎƘƭƛŜǖŜƴŘ ŀƴ Řŀǎ AC  
    110V / 230V Stromnetz an.  
3. {ŎƘƭƛŜǖŜƴ {ƛŜ Řŀǎ ¢ƘǳƴŘŜǊōƻƭǘϰ YŀōŜƭ ŀƴ den ¢ƘǳƴŘŜǊōƻƭǘϰ tƻǊǘ ŀǳŦ ŘŜǊ wǸŎƪǎŜƛǘŜ ŘŜǊ  
    Docking Station an.  
4. {ŎƘƭƛŜǖŜƴ {ƛŜ Řŀǎ ¢ƘǳƴŘŜǊōƻƭǘϰ YŀōŜƭ ŀƴ ŜƛƴŜƴ ŦǊŜƛŜƴ ¢ƘǳƴŘŜǊōƻƭǘϰ tƻǊǘ Ǿƻƴ LƘǊŜƳ aŀŎΦ  
5. Danach wird die Installation der Docking Station und der Ports automatisch beginnen. 
6. Nach der Beendigung der Installation empfehlen wir den Mac auszuschalten / einzuschalten.  
 
Die Treiberinstallation unter Mac OS X erfolgt automatisch. 
 
VERWENDUNG DER DOCKING STATION UNTER MAC OS X 
A: Nach dem Anschluss von Bildschirm / Bildschirmen (mit ¢ƘǳƴŘŜǊōƻƭǘϰ oder HDMI oder Display Port 
Eingang) wird das Display auf Ihrem Mac blinken, was ein Standardzustand ist, und nach der Stabilisierung 
ƪŀƴƴ ŘƛŜ {ǘŀƴŘŀǊŘŜƛƴǎǘŜƭƭǳƴƎ ƘƛŜǊ ŘǳǊŎƘƎŜŦǸƘǊǘ ǿŜǊŘŜƴ: Systemeinstellungen-Bildschirme. 
 

 
 

Klicken Sie auf Anordnen und im erweiterten Modus klicken Sie auf den neuen Bildschirm und ziehen ihn 
ƴŀŎƘ .ŜŘŀǊŦ Ƙƛƴ ȊǳƳ aŀŎ .ƛƭŘǎŎƘƛǊƳΦ 5ǳǊŎƘ ŘƛŜ ²ŀƘƭ αBildschirme spiegelnά wird der Modus auf 
α{ǇƛŜƎŜƭƴά όŘƛŜ !ǳŦƭǀǎǳƴƎ ŘŜǊ .ƛƭŘǎŎƘƛǊƳŜ ǿƛǊŘ ŀǳǘƻƳŀǘƛǎŎƘ ƴŀŎƘ ƛƘǊŜƴ tŀǊŀƳŜǘŜǊƴ ƎŜŅƴŘŜǊǘ ǳƴŘ ŀǳŦ ŘƛŜ 
ƳǀƎƭƛŎƘǎǘ ƘǀŎƘǎǘŜ !ǳŦƭǀǎǳƴƎ ŀǳŦ ōŜƛŘŜƴ .ƛƭŘǎŎƘƛǊƳŜƴ ŜƛƴƎŜǎǘŜƭƭǘύ ŜƛƴƎŜǎǘŜƭƭǘΦ 5ǳǊŎƘ wǸŎƪƴŀƘƳŜ ŘŜǊ ²ŀƘƭ 
α.ƛƭŘǎŎƘƛǊƳŜ ǎǇƛŜƎŜƭƴά ŜǊƴŜǳŜǊƴ {ƛŜ ŘŜƴ aƻŘǳǎ α9ǊǿŜƛǘŜǊƴάΦ  

 



aƻŘǳǎ α9ǊǿŜƛǘŜǊƴάΥ 5ŜǊ tŦŜƛƭ ȊŜƛƎǘ ŘƛŜ ƳǀƎƭƛŎƘŜ tƻǎƛǘƛƻƴ ŘŜǎ ŀƴƎŜǎŎƘƭƻǎǎŜƴŜƴ .ƛƭŘǎŎƘƛǊƳǎ Ȋǳ aŀŎ 
Bildschirm an.  

 

 
 
¦ƴǘŜǊ aƻŘǳǎ α9ǊǿŜƛǘŜǊƴά ƪǀƴƴŜƴ {ƛŜ ŘŜƴ IŀǳǇǘōƛƭŘǎŎƘƛǊƳ ŘǳǊŎƘ .ŜǿŜƎŜƴ ŘŜǊ [ŜƛǎǘŜ aŜƴǳ .ŀǊ ǿŅƘƭŜƴΦ 
 

 
 

aƻŘǳǎ α{ǇƛŜƎŜƭƴάΥ Kann verwendet werden, wenn er von Mac angeboten wird.  
 

 
 



 
 
YƭƛŎƪŜƴ {ƛŜ ŀǳŦ αFenster sammelnάΥ ŘǳǊŎƘ ŘƛŜǎŜ ²ŀƘƭ ƪǀƴƴŜƴ {ƛŜ ŘƛŜ 9ƛƴǎǘŜƭƭǳƴƎ ŘŜǎ ŜƴǘǎǇǊŜŎƘŜƴŘŜƴ 
.ƛƭŘǎŎƘƛǊƳǎ ǿŅƘƭŜƴ ς !ǳŦƭǀǎǳƴƎ όȊŜƛƎǘ ǾŜǊǿŜƴŘōŀǊŜ !ǳŦƭǀǎǳƴƎŜƴ ŀƴύΣ Drehung (Standard, флϲΣ мулϲ und 
нтлϲύ und Wiederholrate (falls angeboten wird).  

 

   
 

 
 
Bemerkungen zur Verwendung der Docking Station mit Bildschirmen: 
Á Die Arbeit auf angeschlossenem Bildschirm, wenn der Mac Bildschirm zugeklappt ist, ist bei der 
±ŜǊǎƻǊƎǳƴƎ ǾƻƳ bŜǘȊ όŜƛƴŜ ǘŜƛƭǿŜƛǎŜ .ŜǎŎƘǊŅƴƪǳƴƎ ōŜǎǘŜƘǘ ōŜƛ Řer Verwendung von HDMI 
.ƛƭŘǎŎƘƛǊƳ ǳƴǘŜǊ ŅƭǘŜǊŜƴ ±ŜǊǎƛƻƴŜƴ Ǿƻƴ aŀŎύ ƳǀƎƭƛŎƘΦ .Ŝƛ ŘŜǊ ±ŜǊǎƻǊƎǳƴƎ Ǿƻƴ !ƪƪǳ ƛǎǘ ŘƛŜ 
±ŜǊǿŜƴŘǳƴƎ Ǿƻƴ I5aL .ƛƭŘǎŎƘƛǊƳ ŘǳǊŎƘ aŀŎ ōŜǎŎƘǊŅƴƪǘ όƛƴ ŜƛƴƛƎŜƴ CŅƭƭŜƴ ƪŀƴƴ ŘŜǊ ±ƻǊƎŀƴƎ ƛƳ 
folgenden Punkt bei Anzeigeproblemen benutzt werden). 


